KODAK 305 Photo Printer

Small investment, big rewards

Introducing the new KODAK 305 Photo Printer: A compact and lightweight printing solution for your ID and event photography business. This affordable printer produces beautiful KODAK quality prints in two sizes, and two finishes (gloss and matte) from a single media kit. Packed with innovative features, the KODAK 305 Photo Printer is reliable and easy to operate, which helps you make the most of every photo printing opportunity.

High-quality printing, to go
The new KODAK 305 Photo Printer brings store-quality printing to all kinds of events, from weddings to parties to business gatherings. You’ll love how easy it is to transport, operate and maintain. The new Ultra Fine Print Mode enhances print quality by delivering sharper edges and deeper black tones. And your customers will love the bright, clean, sharp KODAK prints it produces to preserve their memories of any special occasion.

KODAK 305 Photo Printer Conversion Kit / 5R
Expand your offerings to borderless five-inch print sizes with the KODAK 305 Photo Printer Conversion Kit/5R. The hardware kit consists of two flanges which enable 3.5x5, 5x5 and 5x7 inch prints. Use it with the KODAK Photo Print Kit 305/5R and make beautiful high gloss and satin finish prints.

Printer Package Contents
KODAK 305 Photo Printer, Exit tray, Documentation kit and Driver (Power & USB cables not included)

Printer Specifications
- Printing technology: Thermal dye sublimation
- Printing resolution: 300 dpi (continuous tone)
- Output sizes: 4x6 in. (10x15 cm), 6x6 in. (15x15 cm) and 6x8 in. (15x20 cm)
- With 5R kit - 3.5x5 in. (9x13 cm), 5x5 in. (13x13 cm) and 5x7 in. (13x18 cm)
- Maximum image size: Up to 6x8 in. (15x20 cm)
- Print speed (Fine mode): 11.4 seconds for 4x6 in. (10x15 cm)
- Print speed (Ultra Fine mode): 20.5 seconds for 4x6 in. (10x15 cm)
- Sleep mode: Reduces power consumption to less than one watt

Media Format & Capacity
- Media format: Roll
- 4x6 in. (10x15 cm) prints: up to 320 capacity
- 6x8 in. (15x20 cm) prints: up to 160 capacity
- 5x7 in. (13x18 cm) prints: up to 360 capacity

Printer Physical Characteristics
- Dimensions: 6.7 x 10.8 x 17.6 in. (17.0 x 27.5 x 44.6 cm)
- Weight (Does not include media): 26.5 lb. (12 kg)

Operating Requirements
- Voltage: 120VAC / 220-240VAC
- Current: 4.6 - 2.4 A
- Frequency: 50/60 Hz
- Operating temperature range: 59 - 95F (15 - 35C)
- Relative humidity: 30 to 80%, non-condensing

Regulatory/Compliance
- Emissions: FCC Part 15 or equivalent
- Safety marking: CCC, CE, KCC, N137, UL-GS, UL-US

Computer Information & Software Requirements
- Computer/Printer interface: Hi-speed USB, 2.0 PC Connectivity via WINDOWS Driver or KPK V3.2 or greater driver WINDOWS X
- Driver: WINDOWS XP / WINDOWS VISTA / 7
  (32-bit / 64-bit)

Ordering Information
- CAT No.: 102 4892
- Hardware
  KODAK 305 Photo Printer
  Stand Alone Printer Kit for PC
  KODAK 305 Photo Printer Conversion Kit / 5R
- Compatible Consumables
  KODAK Photo Print Kit 305/6R
  KODAK Photo Ribbon 305/6R
  KODAK Photo Print Kit 305/5R

* Under typical home display and storage conditions

Contact your local Kodak Alaris representative for more information, or visit www.kodakalaris.com
© 2018 Kodak Alaris Inc.
The Kodak, Xtralife and Perfect Touch trademarks and Kodak trade dress are used under license from Eastman Kodak Company.
05/15